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IMPORTANT SAFETY INSTRUCTIONS

When using your cutting machine, basic safety precautions should always be followed, including the following:

. Read all instructions.

. Use machine only for its intended use as a portable cutting machine.

. Turn machine to ‘“‘OFF’’ before connecting or disconnecting power cord.

. Do not install or store this machine in a wet location.

. Keep area around machine free from the accumulation of lint.

. Always disconnect machine from electrical connector when not in use, before servicing, and when changing blades.

. Do not operate machine with a damaged cord or if machine has been dropped. Do not disassemble; take to qualified serviceman
for repairs. Incorrect reassembly can cause electric shock when the machine is used.

. Keep visitors away. Do not leave machine unattended while it is connected.
9. Keep hands away from blade.

10. Be sure machine is properly grounded while in use to protect the operator from electrical shock. Surrounding the Terminal _Pins
is a Ground Shield which is designed to be used with the Maimin Grounded Connector (#458B, or #458A for 3 phase machine).
See tag supplied with Connector for wiring instructions.

Use correct electrical wiring.

U.S.A. only 1 phase: Use AWG 16/3 8], SJT or SJE
’ 3 phase: Use AWG 16/4S81,SJT or SJIE

INTERNATIONAL 1P+N+1: Use3x1,0mm?CEE(2)61

3P+1: ° Usedxl, 0mm’CEE(2)61
DANGER: Improper connection of cord into connector can result in risk of electric shock.
Check with a qualified electrician or serviceman if the grounding instructions are not completely understood.

11. Keep machine clean and blade sharp for best and safest performance.
12. The knife key and other wrenches must be removed from machine before starting motor.
13. Keep guards in place and in working order.

Save These Instructions
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