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PARTS LIST
PART NUMBER DESCRIPTION
LG1-103-1 ‘Flow Ring
LGIR-23 Low Profile Concentric Flange
04688917 Mounting Head - ‘
04688907 Mounting Flange
04688891 Driver
LGl-46 Clamp Spacer
LG1-29 Flange Clamp
LGL-24 Front Rotor Bearing
LG1-32 Front Seal Cup
DGLO-65-5 Front End Plate Spacer
LG1-11 Front End Plate
LG1-A400 Locking Throttle Lever Assembly
LG1-303 Throttle Valve Seat
AG210-302 Throttle Valve
7L-51 ° Throttle Valve Spring
LG1-300A Throttle Valve Case
LG1-592 Throttle Valve Spring Set
610H-120 Throttle Lever Pin
R1602-61 Inlet Screen
85H-167 Inlet Seal
46328 Bail
LG1-A465A Inlet Assembly
LG1-40 Motor Housing
LG1~191 Throttle Valve Plunger
L.G1-53-5 Rotor
LG1-118 Rear Rotor Bearing Retainer
DG20-278 Rear Rotor Bearing Spacer (2)
DG230-22 Rear Rotor Bearing
LG1-42-5 Vane Packet (Set of 5 Vanes)
PARTS NOT ILLUSTRATED
PART NUMBER DESCRIPTION
10489 Coupling
10490 Connector
10491 Aircoils
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MINI-SHERE AIR MOTOR

INSTRUCTIONS
1. To Connect. The Air Motor must be connected to a line using clean, dry
air. It is strongly recommended that a Pressure Regulator with Filter

and Lubricator be used in the air line. This device ensures that the
air is properly filtered, the air pressure is properly regulated, and
adequate lubrication is available. It will greatly reduce maintenance
and wear of the motor.

2. Motor Characteristics.

Air Pressure: 90 psi (6 Kg/cmz)
Air Required: 9.3 cu. ft./min. (250 Liters/min.)
Speed: 25,000 rpm

3. To Lubricate. The pressure Regulator with Filter and Lubricator will
automatically deliver the correct amount of lubrication to the moving
parts. 1f this device is not used, put a few drops of high grade 10
weight oil (1.7 - 3.3 E/50 C) into the throttle every 4 — 5 hours of

use.
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